BELLCONMS ==

HIGH SHIELD WITH MESSENGER CABLE
High Shield RG-6/U Coaxial Cable (144 ALWB)
(95% High Shield Coverage, with Steel Messenger)

P High density shielding cable specially designed and manufactured under the USA
and Japanese Standard

B Applications and Usage
« CCTV installation
« CATV/MATY
& Satellite TVRO/Internat
¢ Telecomm Interconnect RG-6/U Cable + Messenger Construction
« HOTV, TV Cable, RF Signa Transmission

P Electrical Specifications
Impedance : 75 +_3 0
Capacitance : 54 +_ 3 pF/M

Product Highlights
+ High density shielding to protect the intervention of interference signal entering the cable/system.
¢ Standard signal attenuation
+ Don't waste the time for cable reinstallation (save both time and unexpected expenses)
o Qutdoor/indoor cable

P standard

» MIL-C-17F

» MIL-C-17G

» ANSUTIA-568-C.4

PHYSICAL CONSTRUCTION

Conducior 21.02 MM Copper Clad stesl (par ASTM BBGY Standard)

Insulation @4.70 MM Gas-Injected Foam PE{provides constan! dialectric property)
15t Shiekding 1002 Overdapped AL/P-Foil

2nd Shielding @012 x 6 x 24 (144) Aluminum Wire Braid (High Shisld)

Jacket 26,90 MM High Quality PVC

(+) Massangar 21.20 MM Galvanized Stesl

NOMINAL ATTENUATION (DE/100M)

Fraquency (MHz) Attenuation Frequancy (MHz) Attenuation
5 1.8 450 14.43
30 3.87 550 16.08
55 5.25 750 18,54
187 8.35 B0 18,25
250 10.82 870 19.99
A50 1263 1000 21.45

Packing Information
Langth : 500 Matere'Spoc

ORDERING PART NUMBER.

RGOG95-MS RG-6J Coaxial Cabla B5% Shiekd whessenger wire

Hote: The specifications ane sublected 1o change without pricr natice




