FIBER OPTIC OUTDOOR DROPWIRE LSZH(FIG-8),
NON-ARMORED FOR CCTV OR CTV

DESCRIPTIONS / APPLICATIONS

e BELLCOMMS Cutdoorindoor, Drop wire, fiber optic cable special
design used for campus backbone (inter-buildingl, bulldingbackbone
(intra-building). together with outdoor and indoor installation

e Small diameter and lightwaight

o Designed for aerial installation with messenger drop wire

» Support IEEEBD2.3 (LAN, Ethernet, Fast Ethemet,Gigabit Ethernet
and 10G Ethemet) ATM. FODI, Fiber Channel, CATVY, CCTV, FTTX
or other

STANDARDS

ISC/EC 11801 : 2002
ANSUTIAEIA-568-B.3, ANSITIA-568-C.3
Telcordia (Bellcore) GR-20-CORE. GR-409-CORE
ANSVICEA 696, ANSIICEA 598

IMU-T G.E51 (Multimode)

IMU-T G.6520 (Single mode)

IEC 80332-3, IEC 603321

IEC £1034-2, IEC 60754-2

IEC 80793, |IEC 60794-1-2, EIA-455

EN 50173-1

RoHS Compliant

FEATURES .

e High Perfformances (OM1,0M2.0M3 and OM4) and single mode
(052 or G.B520) Fiber Optic cable

# Fiber colors identification comply to TIA/EIA-588-C and EIA-359-A

¢ PBET Looss tube design provides high strength and low shrinkage
with thixotropic jelly filled loose tube for water pensetration protection

e E-glass yams as strength member

« Water blocking Tape for double protection and safety for outdoor
ervironment

* Ripcord is easy to strip

s N-resistant, Flame-Retardant Black PE with LSZH (Low Smocked
Zero Halogen) outer jacket

o Messenger wire provide by 1.6 mm, galvanize steel wire

OPTICAL PERFORMAMCES

Meossanged Wie 1.6mm

Messanger Wire Sheath

Water Bincking Gel Filing

E-glass Strangth Membsrs

Water Blocking Tape UNV-Resistant, LSZH, Flame

Fetardant, Curtor Jacke?

Fip cord

Single Tuba 4 - 12 Cora

Multimode

/11 ¢lou(us -

p = Singlemode

Optical Transmission 1310/13B31 55001625 850 / 1300nm
97125 um (0S2) | 625/ 125 ym (OM1) 1 50 /125 ym [OM2) | 50/ 125 um (OM3) 50/ 126 pm {OM4)

Max Atenuation(dBHm) I 036 Ff 036 7/ 0.25 7035 | 3.0/ 08 | 27/08 27/ 08 27708
Typ.Atteruation{dB/km) 034 /0,32 / 021/ 0.24 | 27/ 086 | 25/ 07 2306 23/06
Bandwidih (MHz/km) M A 200 / 600 500 ¢ 500 1500 / 500 3500 / 500
B50nm Laser bandwidth (Mhz/km) M/ A M/ A N/ A 2000 4700
Mumnarical Aparture 013 £ 0.m 0275 & 0.015 0.200 £ 0.015 0,200 T 0.015 0.200 & 0.015
MECHANICAL PROPERTIES | singla Tube 4 - 12 Core |
Mo Tenabe Load, Installation / Operation 1350 ¢ 600 I ]
Max. Spen Length 50 m
Max. Grush Resistance 2200 ICERL
Cable Diameter, approx 84 T 1.0 mm -
Overall Diamater, approx B E 10 “mm
Cable Waight, approx 120 £ 10 kg / km
Min. Bending Radius, Instaiiation / Operation 15x ¢ 10w Cabla Diamater
Inztaliation / Operation Temperature -40°C 10 +70°C
Storage f Shipping Temperaturs -40°G 10 +75°0
PART NUMBER
Deascripticn 4 Core Indoor 8 Cora Indoor B Cora Outdoor 12 Come Outdoor
Single moda, 9/ 128 pm, OS2 BC-DLNSS04 E BC-DLNIS0E BC-DLNIS0E i "BC-DLNGS1Z
Multimode, 2.5 / 125 ym, OM1 BC-DILNES504 BC-DLMGES06 ' E-(}BLNEEDE EC-E!Lhﬁ_EtE
Multimoce, 507 125 pm, OM2 BC-DLNS504 BC-DLMS506 EC~_E1N55E_H_ ) Eil_Z!-DLNS.‘.i_‘E? N -
XG Multimode, 50 / 125 |im, OM3 BC-DUNS504XG BC-DLNSS06XG BC-DLNS506XG BC-DLNSS12XG
Multimode, 501125 pm, OM4 BC-DLNSE04M4 BC-DLMES06M4 BC-DLNES0BM4BC BC-DLNGS12M4

* Bagl Saller procuct.




