
Industrial Power Supply DIN-Rail

MODEL
DC VOLTAGE
RATED CURRENT
CURRENT RANGE
RATED POWER
RIPPLE & NO ISE (max.) Note.2
VOLTAGE ADJ. RANGE
VOLTAGE TO LERANCE Note.3
LINE REGULATION
LOAD REGULATION
SETUP, RISE TIME
HOLD TIME(Typ.)
VOLTAGE RANGE
FREQUENCY RANGE
E FFICIENCY (Typ.)
AC CURRENT
INRUSH CURRENT(max.)
LEAKAGE CURRENT
OVERLOAD

OVER VOLTAGE

OVER TEMPERATURE

WORKING TEMP.
WORKING HUMIDITY
STORAGE TEMP., HUMIDITY
TEMP. COEFFICIENT
VIBRATION
S AFETY STANDARDS
WITHSTAND VOLTAGE
ISOLATION RESISTANCE
EMI CONDUCTION & RADI ATION
HARMONIC CURRENT
EMS IMMUNITY

MTBF
DIMENS ION
PACKING

BC-75-48
48V
1.6A
0 ~ 1.6A
76.8W
240mVp-p
48 ~ 53V
± 1.0%
± 0.5%
± 1.0%
1000ms, 60ms/230VAC   1800ms, 60ms/115VAC    at full load
60ms/230VAC ,12ms/115VAC  at full load
85 ~ 264VAC ,120 ~ 370VDC
47 ~ 63Hz
81%
1.6A/115VAC      0.96A/230VAC
COLD START 20A/115VAC 40A/230VAC
<1mA/240VAC
-105 ~ 150% rated output power 

85°C±5°C

-10 ~ +60°C

-20 ~ +85°C , 10 ~ 95% RH
±0.03%/°C (0 ~ 50°C)

°C)
55.5*125.2*100mm (L*W*H)

OUTPUT

INPUT

PROTECTION

ENVIRONME NT

SAFETY & E MC 
(Note 4)

OTHERS

BC-120-48
48V
2.5A
0 ~ 2.5A
120W
100mVp-p
48 ~ 53V
± 1.0%
± 0.5%
± 1.0%
500ms, 70ms/230VAC   500ms, 70ms/115VAC    at f ull load
36ms/230VAC  32ms/115VAC  at full load

47 ~ 63Hz
85%
2.6A/115VAC      1.6A/230VAC
COLD START 20A/115VAC 40A/230VAC
<3.5mA/240VAC
-105 ~ 150% rated output power

90°C±5°C

-10 ~ +60°C

-20 ~ +85°C , 10 ~ 95% RH
±0.03%/°C (0 ~ 50°C)

°C)
65.5*125.2*100mm (L*W*H)


